
Drum brakes Technical data and dimensions

T03109-01-E

Due to continuous development and improvement, all dimensions and characteristics are subject to change without notice.

27/07/16

SIME Brakes

1/2Installation and maintenance	 Leaflet  N°  M08109-01
Options	 Leaflet	 N°  A07109-01
Spare parts	 Leaflet	 N°  S09109-01

AT High temperature
BT Low temperature
ATEX Certificat ATEX / Thrustor
BI Stainless steel bolts
CSA Opening proving switch
DD Lining wear indicators
DM Hand release lever

LM Locking lever to hold the brake open 
PE Special paint : color /  > C3M
PL Padlock for the locking lever
PR Reduced torque
RA Automatic lining wear compensation
VD Descent valve

Brake not fitted with the thrustor

Options:

Standard DIN 15435
Spring application
Thrustor release
Protection level : C3M
Voltage : 230 / 400V 50 Hz
Other voltages, consult us.
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For higher torque, please consult us. Some types may present little differences in the form with the drawing.

BRAKE 
TYPE THRUSTOR VS 

TORQUE   N.m. WEIGHT 
kg

DRUM 
WIDTH

SHOE 
WIDTH DIMENSIONS

min. max. B1 D1 D3 H3 I K A1 A2 A3 A4 B C F G H1 H2 J

160 I-256 118 235 28 60 65 160 11 130 55 120 614 420 140 177 116 160 110 20 424 364 90

200
I-256 125 250 29

75 70 200 14 160 55 145
664

510 185 178 116 160 125 19
405

355 90
I-356 188 375 34 674 497

250
I-256 128 255 35

95 90 250 18 190 65 180
710

580 220 210 116 160 130 13
425

413 100
I-356 235 470 40 760 499

315

I-356 275 550 59

118 110 315 18 230 80 220

769

690 260 223 159

160

180 18

595

588 120II-506 438 875 62 820 195 620

II-806 700 1400 63 820 195 635

400

II-506 450 900 85

150 140 400 22 280 100 270

980

800 310 307

159 195

210 18

710

704 150II-806 760 1520 87 990 159 195 710

III-1306 1350 2700 107 975 164 240 775
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Options	 Leaflet	 N°  A07109-01
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AT High temperature
BT Low temperature
ATEX Certificat ATEX / Thrustor
BI Stainless steel bolts
CSA Opening proving switch
DD Lining wear indicators
DM Hand release lever

LM Locking lever to hold the brake open 
PE Special paint : color /  > C3M
PL Padlock for the locking lever
PR Reduced torque
RA Automatic lining wear compensation
VD Descent valve

Brake not fitted with the thrustor

Options:

Standard DIN 15435
Spring application
Thrustor release
Protection level : C3M
Voltage : 230 / 400V 50 Hz
Other voltages, consult us.
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For higher torque, please consult us. Some types may present little differences in the form with the drawing.

BRAKE 
TYPE THRUSTOR VS 

TORQUE   N.m. WEIGHT 
kg

DRUM 
WIDTH

SHOE 
WIDTH DIMENSIONS

min. max. B1 D1 D3 H3 I K A1 A2 A3 A4 B C F G H1 H2 J

500
II-806 800 1600 125

190 180 500 22 340 130 325

1039

940 365

312

190

195

250 23 820 803 180III-1306 1325 2650 145 1060 325 240

III-2006 2125 4250 147 1060 325 240

630

III-1306 1450 2900 240

236 225 630 27 420 170 400

1240

1150 460

435

230 240 305 23 955 940 220
III-2006 2325 4650 242 1240 435

III-3006 3725 7450 244 1240 435

III-3012 3875 7750 258 1325 427

710
III-2006 2875 5750 323

265 255 710 27 470 190 450

1405

1280 510 470 250 240 340 29 1085 1067 250III-3006 4300 8600 324 1405

III-3012 4950 9900 338 1570
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