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Drum brakes Technical data and dimensions

Due to continuous development and improvement, all dimensions and characteristics are subject to change without notice.

Installation and maintenance Leaflet N° M08409-01
Spare parts N° S09409-01

AT High temperature
BT Low temperature
ATEX Certificat ATEX / Thrustor
BI Stainless steel bolts
CSA Opening proving switch
DD Lining wear indicators
DM Hand release lever

LM Locking lever to hold the brake open 
PE Special paint : color /  > C3M
PL Padlock for the locking lever
PR Reduced torque
RA Automatic lining wear compensation
VD Descent valve

Brake not fitted with the thrustor

Options:

Brakes FED-A 150
Standard SIME
Spring application
Thrustor release
Protection level : C3M
Voltage : 230 / 400V 50 Hz
Other voltages, consult us.

Some types may present little differences in the form with the drawing.

For shoe 
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TORQUE   
N.m. WEIGHT 

kg

WIDTH
DIMENSIONS

DRUM SHOE

min. max. B1 D1 D3 H3 A1 A2 A3 A4 B C F G H1 H2 I J K X

150 I-256 65 130 24 80 65 150 11 125 577 400 120 201 73 160 70 10 411 351 57,5 160 90 67,5

SIME Brakes

 www.stromag.com  -  Customer service / Tel. : +33(0)1 49 90 32 20 / Fax : +33(0)1 49 89 06 38



SIME Brakes

14/06/16

T03409-01-H

2/4

Drum brakes Technical data and dimensions

Due to continuous development and improvement, all dimensions and characteristics are subject to change without notice.

Installation and maintenance Leaflet N° M08409-01
Spare parts N° S09409-01

AT High temperature
BT Low temperature
ATEX Certificat ATEX / Thrustor
BI Stainless steel bolts
CSA Opening proving switch
DD Lining wear indicators
DM Hand release lever

LM Locking lever to hold the brake open 
PE Special paint : color /  > C3M
PL Padlock for the locking lever
PR Reduced torque
RA Automatic lining wear compensation
VD Descent valve

Brake not fitted with the thrustor

Options:
Standard SIME
Spring application
Thrustor release
Protection level : C3M
Voltage : 230 / 400V 50 Hz
Other voltages, consult us.

Brakes FED-A 200 and 250

Some types may present little differences in the form with the drawing.

For shoe 
removal
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 TORQUE   
N.m. WEIGHT 

kg

WIDTH
DIMENSIONS

DRUM SHOE

min. max. B1 D1 D3 H3 A1 A2 A3 A4 B C F G H1 H2 I J V Y

200
I-256 135 270 30

80 70 200 16 160
675

510 185
197

116 160 125 9
404

355 65 160 61 175
I-356 175 350 35 687 202 497

250
I-256 165 330 36

90 90 250 18 180
690

580 220
201

107 160 130 9
423

413 80 160 95 235
I-356 250 500 41 745 205 505
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Drum brakes Technical data and dimensions

Due to continuous development and improvement, all dimensions and characteristics are subject to change without notice.

Installation and maintenance Leaflet N° M08409-01
Spare parts N° S09409-01

AT High temperature
BT Low temperature
ATEX Certificat ATEX / Thrustor
BI Stainless steel bolts
CSA Opening proving switch
DD Lining wear indicators
DM Hand release lever

LM Locking lever to hold the brake open 
PE Special paint : color /  > C3M
PL Padlock for the locking lever
PR Reduced torque
RA Automatic lining wear compensation
VD Descent valve

Brake not fitted with the thrustor

Options:
Standard SIME
Spring application
Thrustor release
Protection level : C3M
Voltage : 230 / 400V 50 Hz
Other voltages, consult us.

Brakes FED-A 350 and 450

Some types may present little differences in the form with the drawing.

For shoe 
removal
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TORQUE   
N.m. WEIGHT 

kg

WIDTH
DIMENSIONS

DRUM SHOE

min. max. B1 D1 D3 D4 H3 A1 A2 A3 A4 B C F G H1 H2 I J K V W X Y

350
I-356 325 650 61

130 110 350 20,5 20 250
855

690 260
263

160
160

180 28
615

613 105 230 145 105 335 90 335II-506 500 1000 64 920 278 195 644
II-806 800 1600 65 960 291 195 659

450
II-506 625 1250 88

170 160 450 23 23 300

1045

800 310

326

165

195

190 29

728

724 107,5 270 190 238 603 110 302II-806 850 1700 90 1055 336 195 728

III-1306 1375 2750 110 1080 360 240 803
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Drum brakes Technical data and dimensions

Due to continuous development and improvement, all dimensions and characteristics are subject to change without notice.

Installation and maintenance Leaflet N° M08409-01
Spare parts N° S09409-01

AT High temperature
BT Low temperature
ATEX Certificat ATEX / Thrustor
BI Stainless steel bolts
CSA Opening proving switch
DD Lining wear indicators
DM Hand release lever

LM Locking lever to hold the brake open 
PE Special paint : color /  > C3M
PL Padlock for the locking lever
PR Reduced torque
RA Automatic lining wear compensation
VD Descent valve

Brake not fitted with the thrustor

Options:
Standard SIME
Spring application
Thrustor release
Protection level : C3M
Voltage : 230 / 400V 50 Hz
Other voltages, consult us.

Brakes FED-A 530 to 750
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TORQUE   
N.m. WEIGHT 

kg

WIDTH
DIMENSIONS

DRUM SHOE

min. max. B1 D1 D3 H3 A1 A2 A3 A4 B C F G H1 H2 J K X

530
II-806 925 1850 131

195 180 530 25 355
1145

940 365
383

190
195

240 23
833

823 290 235 120III-1306 1475 2950 151 1145 396 240 833
III-2006 2325 4650 153 1150 381 240 838

600

III-1306 1575 3150 242

210 190 600 28 400

1175

1150 460

394

230 240 290 22

947

929 310 272 127
III-2006 2450 4900 244 1207 424 947
III-3006 3275 6550 246 1207 424 949
III-3012 4400 8800 260 1330 424 957

750
III-2006 3025 6050 328

230 210 750 31 475
1375

1280 510
470

250 240 330 34
1084

1071 350 338 145III-3006 4000 8000 329 1375 470 1084
III-3012 5475 10950 343 1545 504 1084

Some types may present little differences in the form with the drawing.

For shoe 
removal
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